














Parameter Table

Electrical Data

Electrical Data

Model AOK-20WiL03 AOK-50WilL03 AOK-70WiL03 AOK-100WiL03 AOK-120WiL03 Model AOK-150WilL03 AOK-180WiL03 AOK-230WilL03 AOK-260WiL03 AOK-290WiL03
Power(W) 20W 50 W 70 W 100 W 120 W Power(W) 150 W 180 W 230 W 260 W 290 W
Input voltage 100-277VAC Input voltage 100-277VAC
THD <20% THD <20%
PF 20.95 20.95 20.98 20.98 20.98 PF 20.98 20.98 20.98 20.96 20.96
Driver Meanwell / Sosen / Philips. Class 1/ Class 2, EU Driver Meanwell / Sosen / Philips. Class 1/ Class 2, EU
Operating temperature -40°C to 50°C (-40 °F to 122 °F) Operating temperature -40°C to 50°C (-40 °F to 122 °F)
Control Option Surge Protective Device. Daylight Sensor Control. 1-10V Dimming Control Option Surge Protective Device. Daylight Sensor Control. 1-10V Dimming
Surge Protection 10kV / 20kV optional Surge Protection 10kV / 20kV optional
Photometric Data Photometric Data
T2 145Im/W 140lm/W 140lm/W 135Im/W 135Im/W T2 135Im/W 140lm/W 135Im/W 135Im/W 130lm/W
Efficacy(Im/W) 3 1451 m/W 140Im/W 1401 m/W 135m/W 135m/W Efficacy(lm/W) T3 135m/W 1401 m/W 135Im/W 135Im/W 130Im/W
(CRI 70Ra, 5000K) (CRI 70Ra, 5000K)
(Std Dev +3%) T4 145Im/W 140Im/W 140lm/W 135Im/W 135Im/W (Std Dev £3%) T4 135Im/W 140Im/W 135Im/W 135Im/W 130Im/W
T5 145Im/W 140Im/W 140lm/W 135Im/W 135Im/W T5 135Im/W 140lm/W 135Im/W 135Im/W 130lm/W
T2 2900 Im 7000 Im 9800 Im 13500 Im 16200 Im T2 20250Im 25200Im 27000Im 32800Im 37700lm
Luminous flux (Im) T3 2900 Im 7000 Im 9800 Im 13500 Im 16200 Im Luminous flux (Im) T3 20250im 25200im 27000/m 32800/m 37700im
(CRI 70Ra, 5000K) (CRI 70Ra, 5000K)
(Std Dev +3%) T4 2900 Im 7000 Im 9800 Im 13500 Im 16200 Im (Std Dev £3%) T4 20250Im 25200Im 27000Im 32800Im 37700lm
T5 2900 Im 7000 Im 9800 Im 13500 Im 16200 Im T5 20250Im 25200Im 27000Im 32800Im 37700lm
ULR =0%, @ Luminaire inclination 0° ULR =0%, @ Luminaire inclination 0°
CCT 2700K, 3000K, 4000K, 5000K, 5700K, 6500K CCT 2700K, 3000K, 4000K, 5000K, 5700K, 6500K
CRI 70Ra, 80Ra, 90Raoptional CRI 70Ra, 80Ra, 90Ra optional
Beam angle T2/T3/T4/T5 Beam angle T2/T3/T4/T5
LED Manufacturer LUMILEDS LED Manufacturer LUMILEDS
LED model Lumileds 3030 LED model Lumileds 3030
T2 40mA 100mA 90mA 135mA 115mA T2 145mA 120mA 135mA 105mA 115mA
Working current of single g 40mA 100mA 90mA 135mA 115mA Working current of single 13 145mA 120mA 135mA 105mA 115mA
I(-fnli\) T4 40mA 100mA 90mA 135mA 115mA ;}:EL) T4 145mA 120mA 135mA 105mA 115mA
T5 40mA 100mA 90mA 135mA 115mA T5 145mA 120mA 135mA 105mA 115mA

Mechanical Data

Mechanical Data

IP/IK

IP66/1K09, according to standard EN 60529 and EN 62262

IP/IK

IP66/1K09, according to standard EN 60529 and EN 62262

Vibration resistance

3G, conform to standard IEC 68-2-6.

Vibration resistance

3G, conform to standard |EC 68-2-6.

Front: 1.77ft2
Front: 1.32ft? (0.1226321°); ron

Front: 1.77ft?

Front: 2.23ft? (0.207173m’); Front: 2.62ft? (0.24340617°);

SCx . ) (0.164438m’); SCx (0.164438m’); . .
:0. . m’ : 0.4ft2 (0. m : 0.51ft2 (0. m’
Side: 0.34ft? (0.031587m°) Side: 0.37ft2 (0.0343741) Side: 0.37ft? (0.0343741) Side: 0.4ft? (0.037161m°) Side: 0.51ft? (0.047380m°)
Materials Heavy-duty die-cast aluminum (EN AC-46100) Materials Heavy-duty die-cast aluminum (EN AC-46100)
Painting Black, Silver, Custom request Painting Black, Silver, Custom request

Surface treatment

Anti-UV thermosetting polyester / 80 micron epoxy primer + Anti-UV thermosetting polyester (for extremely corrosive
environments).

Surface treatment

Anti-UV thermosetting polyester / 80 micron epoxy primer + Anti-UV thermosetting polyester (for extremely corrosive
environments).

Cable Pre-wired with a 30 cm cable (Other lengths on request) Cable Pre-wired with a 30 cm cable (Otherlengths on request)

Mounting Slip fitter/Square Pole Mount/Slide & Lock Mount Mounting Slip fitter/Square Pole Mount/Slide & Lock Mount

Others Others

Lifespan L90B10 > 52000 hrs, @Ta 25°C Lifespan L90B10 > 52000 hrs, @Ta 25°C

Warranty 5years (Warranty extension up to 10 years on request) Warranty Syears (Warranty extension up to 10 years on request)

Product Size 23.46%8.43*3.68" /596*214*93.5mm /:Giiigiggggim Product Size /:GZzE;igzggfnlm 28.03*%11.65%3.72" /712*296*94.5mm 31.5%12.13%4.13" / 800*308*105mm
Net Weight 3.8kg 3.8kg 3.8kg 3.8kg 4.7kg Net Weight 4.7kg 6.1kg 6.1kg 8.3kg 8.3kg

Recommend installation height

General 4-12m, based on actual project requirements

Application field

Aear lighting, parking lot lighting /Urban and rural street

Recommend installation height

General 4-12m, based on actual project requirements

Application field

Aear lighting, parking lot lighting /Urban and rural street
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Ordering Information
[ | || || |l |l |l |l |l |

Photocell Shorting cap 3 pin/7 pin receptacle Timing control
|_HousinG |
20WiL03 NV=100-277V  L3=LUMILEDS 3030 00=Without Sensor 2770=2700K 70CRI T2=Type Il A=Slip fitter SG=Silver Gray 10KV SPD
50WiL03 PH=Photocell 3070=3000K 70CRI T3=Type Il B=Slide & Lock BK=Black 20KV SPD
70WiL03 DV=Dimmable 4070=4000K 70CRI T4=Type IV C=Square Pole
100WiL03 5070=5000K 70CRI T5=Type V
120WiL03 5770=5700K 70CRI
150WiL03 6570=6500K 70CRI
180WilL03 2780=2700K 80CR| *As the products are upgraded, the accessories may differ from those described in the pictures. Please consult with our sales team
230WiL03 3080-3000K 8OCRI for updated details and order separately.
260WiL03 4080=4000K 80CRI
290WiL03 5080=5000K 80CRI . .
5780=5700K 80CRI Dimension
6580=6500K 80CRI
20W-100W 120W-150W
Illuminance Diagram 93.5mm /3.68"
93.5mm /3.68” |
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666mm / 26.22”

596mm / 23.46” 500mm /19.69”
430mm/16.93”

214mm/8.43”
254mm/10.00”

Ll - .

180W-230W 260W-290W

105mm /4.13”

94.5mm / 3.72”

Mounting Options & Accessories

800mm /31.5”
712mm / 28.03”
550mm / 21.65” 635mm / 25.0
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- Slip Fitter Mount - Slide & Lock Mount . Square Pole Mount
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